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SECTION 1

Airco Welding Products
Siofe.ontf ZIP Cotft)

iSe&ttr? Type E«sy*rc 7024,
^wirtA. • *Pvrw& ^j»«\>j%Vr» 1ft5d^T^.

«av. 10/15/79
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SECTION II HAZARDOUS NGREDIENTS

COVERING OR FLUX

r Iron

S Titanium Dioxide
• . . - . •

Manganese

Manganese Oxide

Cellulose

. Aluminium Oxide

Iron Oxide

Silicon

•

WT,%

20-31

10-16

0-5

1-4

0-3

0-3

0-1.5

0-1

TlV Q
(UNrrs)

5 »Q/m&

1Q fflQ/B JV

5 «o/in3

5»g/tt£

10 ma/nj*

ip tng/^j*

jC5 »oAa3*

10 aig/^oj'

OTHER

Core Wire, *1SI 1010 Stee

•

WT.%

L 44-55

, tcv Q
(UNITS)

5ma/in>— '

- •

.-̂ . v . . . P...^^MSr

<^ Nuisance

SECTION III PHYSICAL DATA

fct Applicable

SECTION IV FIRE AND EXPLOSION HAZARD DATA

Welding arc and'sparks can igiite oonbustible products.

USEPA SF

1265485



E7024 SECTION V HEALTH HAZARD DATA REV: 10/15/79

EFFECTS OPOvERtxPOSURE Short term pyerexposure to welding fumes may result in

dizziness, nausea, or dryness pr Irritation of nose, throat, or eyes.
EMERGENCY AMD FIRST AID PROCEDURES

Remove to fresh air. Obtain medical attention.
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STABILITY
•

SECTION

UNSTABLE

STABLE

INCOMPATABILITY (Mottrioli 10

HAZARDOUS DECOMPOSlTK
other mc.tal arid.
HAZARDOUS
POLYMERIZATION

avoid)

X

VI REACTIVITY DATA

CONDITIONS TO AVOID

f .;

None
DN PRODUCTS Primarily iron and iron oxide fume; secondarily
m^tal oxidp f UT»»PS . nf rnr»st'itiie'nt" netnl e ftnmp f!O NOo t* n

None •

• • :

one

SECTION VII SPILL OR LEAK-PROCEDURES

Not applicable.

• ' SECTION VIII SPECIAL PROTECTION INFORMATION (SEE NOTE)
RESPIRATORY PROTECTION iSpecifytypt)Not generally required outdoors or in open well
entilated areas. Use weld fume respirator or* air supplied respirator
hen welding in confined spa c cohere local exhaust and/or ventilation does
ot keep exposure below TLV's

1

VENTILATION • VOCAL EXHAUST Desirable in semi-open areas to help keep
exposures below TLV's J QJ

MECHANICAL <C.n^onentlal ^ ^ flrcas vhere natural ventil

•

at ion is)
not sufficient to keep exposures below TLV's. CD I

EYE PROTECTION Wfiar wei(jing helmet with eye protection lens shade 10 or . 1
darker.

PROTECTIVE CLOVES Weider's Protective Gloves. . ' • '

' .
OTHER PROTECTIVE EQUIPMENT ^^ § ^^ protectivc aprQns § leggings , boots,
capes, shoulder covers, hard hats, screens, low reflectivity walls or boot

SECTION IX SPECIAL PRECAUTIONS

Weld in well ventilated area. Avoid inhalation of weldine fumes.
OTHER PRECAUTIONS/for additional safety information on welding and cutting,
see American National Standard ZA9.1-1973. Safety In Welding And Cutting
and the Welding Handbook, Vol. 1, Chapter 9. Safe Practices In Welding
And .Cutting, both available from American Welding Society

7'iOl N.W. 7th Street


